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Ociu

SCHEDA TECNICA / DATA SHEET

Sospensione di grandi dimensioni 
(cm.185) in metacrilato opale bianco o 
nero con dettagli in alluminio verniciato. 
All’interno presenta un diffusore a 
forma di globo diametro cm.50 in 
polimetacrilato. Finitura interna 
personalizzabile nei colori a catalogo e 
in foglia oro/argento/rame.

A large-sized suspension lamp (185 
cm. diameter) in opal white or black 
methacrylate with details in painted 
aluminium. In the inside the fitting has a 
polymethacrylate diffuser in a global 
shape cm.50. The inner finish is 
customizable in any color of the 
catalogue, as well as in golden/silver/
copper leaf.
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Interno / Indoor

Sospensione / Suspension

Metacrilato / Methacrylate

Opale / Opal

Nero / Black

Ø4cm H7cm

60 Kg

Disponibile con sorgente LED inclusa

5 LED Ø 100mm, dimmerabile a richiesta

Available with LED source included

5 LED Ø 100mm, dimmable on request

Disp. con attacco E27

Available with E27 lampholder

5 x 1350Lm

>80

3000K – 4000K

Halogen 3000K

A

D

5x17W

POT. INSTALL. VERS. E27 / INSTALLED POWER E27 VERSION 205W

Diretta / Direct

1,5 mt

GRADO IP / IP PROTECTION IP20

UTILIZZO / USE

TIPOLOGIA / TYPOLOGY

MATERIALI / MATERIALS

FINITURE / COLORS

ROSONE / CEILING ROSE

PESO / WEIGHT

VERSIONI / AVAILABLE MODELS

FLUSSO LUM. VERSIONE LED / LUM. FLUX LED VERSION

RESA CROMATICA VERSIONE LED / CRI LED VERSION

TEMPERATURE DI COLORE LED VERS. / CCT LED VERS.

TEMPERATURE DI COLORE E27 VERS. / CCT E27 VERS.

CL. EN. VERSIONE LED / ENERGY CLASS LED VERSION

CL. EN. VERSIONE E27 / ENERGY CLASS E27 VERSION

POT. INSTALL. LED / INSTALLED POWER LED VERSION

TIPO DI EMISSIONE / LIGHT EMISSION TYPE

L. CAVO DI ALIM. E SOSP. / FEED & SUSP. CABLE LENGHT

CERTIFICAZIONI / CERTIFICATION

Design by Franco Zavarise


