LED-NOVA-SPM

Pendant Light

Far-N

I Quickinfo

GENERAL

pendant

with internal LED driver

LED
COBIEDmodule

2700K, 3000K, 4000K

CRI >80, CRI>90
Bining < 3-Step MacAdam

ESTIMATED LED LIFETIME
L80/50,000h

OPTICAL

direct illumination
beam angle 15°, 30°

ELECTRICAL
non DIM

PHYSICAL

aluminium
powder coating




I order options

SYSTEM POWER
21W

COLOUR TEMPERATURE

2700K
3000K
4000K

COLOUR RENDERING INDEX

CRI80
CRI'90

HOUSING COLOUR

- =
White Black
LENS
15°Beam 30°Beam
REFLECTOR
Black White

OPTIONAL ANTI-GLARE ACCESSORY

Honeycomb mesh

I LED-NOVA-SPM

) —

3000K
(Standard)

250

Q72

I Light distribution for 3000K

21W 1600Im-1700Im

n

152

=1

30°%

LED-NOVA-SPM-21W-3K-15D
LED-NOVA-SPM-21W-4K-15D

LED-NOVA-SPM-21W-3K-30D
LED-NOVA-SPM-21W-4K-30D

Diameter  [Height, Emax Diameter  [Height, Emax
(cm)

028 97041x @52 1m 5937Ix

24261x @103 2m 1484Ix

10781x 2155 3m  660lx

6061x @207 4m 371

388lx @258 5m  237Ix

200 100 00

LED-NOVA-SPM-21W-BLK BLACK MODELS (CITIZEN LED)

Code LED output  Module output cD LED Power System Power CRI  CCT BEAM
LED-NOVA-SPM-21W-BLK-3K-15D 2000 Im 1600 Im 9709 cd 18 W 21 W 90 3000K  15°
LED-NOVA-SPM-21W-BLK-4K-15D 2100 Im 1700 Im 10616 cd 18 W 21W 90 4000K  15°
LED-NOVA-SPM-21W-BLK-3K-30D 2000 Im 1600 Im 5939 cd 18W 21 W 90 3000K  30°
LED-NOVA-SPM-21W-BLK-4K-30D 2100 Im 1700 Im 6837 cd 18 W 21 W 90 4000K  30°
LED-NOVA-SPM-21W WHITE MODELS (CITIZEN LED)

Code LED output  Module output cD LED Power  System Power CRI  CCT BEAM
LED-NOVA-SPM-21W-WH-3K-15D 2000 Im 1600 Im 9709 cd 18 W 21 W 90 3000K  15°
LED-NOVA-SPM-21W-WH-4K-15D 2100 Im 1700 Im 10616 cd 18W 21 W 90 4000K  15°
LED-NOVA-SPM-21W-WH-3K-30D 2000 Im 1600 Im 5939 cd 18 W 21 W 90 3000K  30°
LED-NOVA-SPM-21W-WH-4K-30D 2100 Im 1700 Im 6837 cd 18 W 21 W 90 4000K  30°

HM-M

Item No Product Code Description

08222 NOVA-SPM-21W-BLK-3K | NOVA-SPM - Suspended black housing non dim HEP driver 21W 1600Lm 90CRI Citizen chip -
3K Warm white

08223 NOVA-SPM-21W-BLK-4K | NOVA-SPM - Suspended black housing non dim HEP driver 21W 1700Lm 90CRI Citizen chip -
4K Neutral white

08224 NOVA-SPM-21W-WH-3K NOVA-SPM - Suspended white housing non dim HEP driver 21W 1600Lm 90CRI Citizen chip -
3K Warm white

08225 NOVA-SPM-21W-WH-4K NOVA-SPM - Suspended white housing non dim HEP driver 21W 1700Lm 90CRI Citizen chip -
4K Neutral white

08226 NOVA-SPM-R-BLK NOVA-SPM - Black reflector

08227 NOVA-SPM-R-WH NOVA-SPM - White reflector

08228 NOVA-SPM-HC NOVA-SPM - Honey comb mesh

08229 NOVA-SPM-LENS-15 NOVA-SPM - 15 degree lens

08230 NOVA-SPM-LENS-30 NOVA-SPM - 30 degree lens




