
18° 30° 45°

Quickinfo

LED

ESTIMATED LED LIFETIME

OPTICAL

COB LED module

2700K, 3000K, 4000K

CRI > 80, CRI>90
Bining < 3-Step MacAdam

L80 / 50,000h

direct illumination
beam angle 18°, 30°, 45° 

Pendant Light
LED-NOVA-SPL

GENERAL

pendant

with internal LED driver

PHYSICAL

aluminium
powder coating

ELECTRICAL
non DIM



18°

19185lx1m

4796lx

2132lx

1199lx

Height, Emax

10°0°10°

767lx

Diameter

Ø33

Ø66

Ø99

Ø132

(cm)

Ø165

20° 20°

2m

3m

4m

5m

Code
LED-NOVA-SPL-28W-BLK-3K-18D

LED-NOVA-SPL-28W BLACK MODELS

LED-NOVA-SPL-28W-3K-18D

28W  2700lm-2900lm

LED-NOVA-SPL-28W-BLK-4K-18D

30°

10589lx1m

2647lx

1177lx

662lx

Height, Emax

10°0°10°

423lx

Diameter

Ø56

Ø112

Ø168

Ø224

(cm)

Ø280

20° 20°

2m

3m

4m

5m

45°

4282lx1m

1070lx

476lx

268lx

Height, Emax

10°0°10°

171lx

Diameter

Ø86

Ø171

Ø257

Ø342

(cm)

Ø428

20° 20°

2m

3m

4m

5m

LED-NOVA-SPL-28W-4K-18D
LED-NOVA-SPL-28W-3K-30D
LED-NOVA-SPL-28W-4K-30D

LED-NOVA-SPL-28W-3K-45D
LED-NOVA-SPL-28W-4K-45D

LED-NOVA-SPL-28W-BLK-3K-30D
LED-NOVA-SPL-28W-BLK-4K-30D
LED-NOVA-SPL-28W-BLK-3K-45D

Module output
2700 lm
2900 lm

2700 lm
2900 lm
2700 lm
2900 lm

LED Power
25 W
25 W

25 W
25 W
25 W
25 W

System Power
28 W
28 W

28 W
28 W
28 W
28 W

CCT
3000K
4000K

3000K
4000K
3000K
4000K

CRI
90
90

90
90
90
90

3400 lm
LED output

3600 lm

3400 lm
3600 lm
3400 lm
3600 lm

 CD
19194 cd
20012 cd

10662 cd
11854 cd
4285 cd
4588 cd

BEAM
18°
18°

30°
30°
45°
45°LED-NOVA-SPL-28W-BLK-4K-45D

Ø90

220

 

Honeycomb mesh

BlackWhite  

HM-M

Order options

COLOUR  TEMPERATURE

HOUSING COLOUR

LENS  

OPTIONAL ANTI-GLARE ACCESSORY

2700K

3000K

LED-NOVA-SPL

Light  distribution  for  3000K

18°Beam 30°Beam 45°Beam

3000K
(Standard)

4000K

COLOUR  RENDERING INDEX

CRI 80

CRI 90

Black  

REFLECTOR

(CITIZEN LED) 

White  

Code
LED-NOVA-SPL-28W-WH-3K-18D

LED-NOVA-SPL-28W  WHITE MODELS

LED-NOVA-SPL-28W-WH-4K-18D

LED-NOVA-SPL-28W-WH-3K-30D
LED-NOVA-SPL-28W-WH-4K-30D
LED-NOVA-SPL-28W-WH-3K-45D

Module output
2700 lm
2900 lm

2700 lm
2900 lm
2700 lm
2900 lm

LED Power
25 W
25 W

25 W
25 W
25 W
25 W

System Power
28 W
28 W

28 W
28 W
28 W
28 W

CCT
3000K
4000K

3000K
4000K
3000K
4000K

CRI
90
90

90
90
90
90

3400 lm
LED output

3600 lm

3400 lm
3600 lm
3400 lm
3600 lm

 CD
19194 cd
20012 cd

10662 cd
11854 cd
4285 cd
4588 cd

BEAM
18°
18°

30°
30°
45°
45°LED-NOVA-SPL-28W-WH-4K-45D

(CITIZEN LED) 

Item No Product Code Description
08233 NOVA-SPL-28W-BLK-3K NOVA-SPL - Suspended black housing non dim HEP driver 28W 2700Lm 90CRI Citizen chip - 

3K Warm white
08234 NOVA-SPL-28W-BLK-4K NOVA-SPL - Suspended black housing non dim HEP driver 28W 2900Lm 90CRI Citizen chip - 

4K Neutral white
08235 NOVA-SPL-28W-WH-3K NOVA-SPL - Suspended white housing non dim HEP driver 28W 2700Lm 90CRI Citizen chip - 

3K Warm white
08236 NOVA-SPL-28W-WH-4K NOVA-SPL - Suspended white housing non dim HEP driver 28W 2900Lm 90CRI Citizen chip - 

4K Neutral white
08237 NOVA-SPL-R-BLK NOVA-SPL - Black reflector
08238 NOVA-SPL-R-WH NOVA-SPL - White reflector
08239 NOVA-SPL-HC NOVA-SPL - Honey comb mesh
08240 NOVA-SPL-LENS-18 NOVA-SPL - 18 degree lens
08241 NOVA-SPL-LENS-30 NOVA-SPL - 30 degree lens
08242 NOVA-SPL-LENS-45 NOVA-SPL - 45 degree lens


